
AMP2-16 Series 16 CHANNEL AUDIO MONITOR

Features

Description
Wohler’s AMP2-16 Series modular audio monitor provides simultaneous 

level metering of up to 16 channels of audio as well as flexible loudness 

indication from your choice of input and output cards. Options include 3G, 

HD/SD-SDI, AES, analog cards, as well as system-wide Dolby® D, E and 

DD+ upgrades. Manage presets, channel clusters, and mixing and 

routing using the most intuitive interface in the industry, complete with 

an integrated help system.

Channel clustering lets you group and label meters, and 

specify loudness level contributors. The class-leading 

routing and mixing facilities let you connect nearly any 

installed input to  any output, using your monitor mix or and 

entirely separate configuration.

The comprehensive Dolby® upgrade is system-wide and 

serves to decode Dolby audio from any SDI or AES inputs 

installed in the unit.

Console-class routing and mixing facilities with fully 
independent or linked monitor and output configurations

Fully customizable level meter characteristics: scale, 
color, range, thresholds, and more

Instant-recall system presets

Distribute system settings to other units across network

16 channels of simultaneous metering using any available input 
channel combination

Upgradable architecture gives you only  what you need now, but also 
what you’ll need later

Mix and match modular I/O cards

Channel clustering with labeling, for organizing meters and 
loudness level groups

When Released



Dimensions (H x W x D)

Weight

Level Meter Resolution

Level Meter Scaling

Level Meter Parameters

Peak Acoustic Output

Loudspeaker Power (Per)

Woofer Power

Frequency Response

AES and SDI Input Termination

Analog Input Impeda nce  

Noise

THD

Power Requirements

Power Consumption

3.5” x 19” x 14.5”    (89 mm x 483 mm x 368 mm)

~18 lbs. (8.16 kg) depending on configuration

210 segments

AES • VU • Ext. VU • BBC • EBU • Nordic • DIN • user created

Range • threshold • reference • segment colors • ballistics • phase indicators

104 dB SPL (@ 2 feet)

10 W RMS (12 W peak)

11 W RMS (16 W peak)

±5 dB between 60 Hz and 16 kHz (-10 dB @ 50 Hz, 20 kHz)

75 Ohms unbalanced

40k Ohms

Better than -75dB below full output

<0.15% at any level below limit threshold

100 V to 240 V AC ± 10%, 50/60Hz

150 Watts max

AMP2-16 Series 16 CHANNEL AUDIO MONITOR

Technical Specification

3G or HD/SDI AES INPUT

AES OUTPUT ANALOG I/O

Your choice of 3Gb/s SDI or HD/SD-SDI modules provides all 16 

SDI audio channels, a loop-through output, and 8 de-muxed AES 

output pairs

8 pairs (16 channel) AES audio input module

8 pairs (16 channel) AES audio output module 8 channel input analog input and output module



Block Diagram
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Contact
Wohler Technologies, Inc.

31055 Huntwood Avenue

Hayward, CA 94544 USA

+1 888 5 WOHLER (Toll Free)

+1 510 870-0810 

+1 510 870-0811 (fax)

sales@wohler.com

www.wohler.com


