


QWM 8-CHANNEL LOUDNESS ANALYZER

Set Reference
EBU +9scale  EBU +18 scale

Relative Relative
Upper Limit  Lower Limit

-23.1 LUFS | +1.1 LU

-23.0 LUFS | +1.0 LU

-22.9 LUFS | +0.9 LU

Customizable Reference Level: Assign your
own reference level value in LKFS/LUFS.

Compliance / Loudness Units
Inputs

Outputs

Level Meters

Reference

Frequency Response
AES/EBU Input Sampling Rate
Screen Type and Size
Resolution

Dimensions (H xWx D)
Shipping Weight / Net Weight
Space Requirements
Supplied Accessories
Required Component
Optional Accessories

Power Connection

Power Requirements

Power Consumption

<

Fast Integrate

Loudness History: Display loudness
history for entire integration period.

Exit Setup Menu

Seconds Minutes
Integration 5 10 1520 30 1 5 10 15 20 30 60
Period

Mode Manual Continuous m

Gating ON OFF Logging

Alarm Over ' Under  Both off Set Reference|

Channels Chan Assign
o
Selector SDI Mapping

Con guration: Touch the screen to select the
number of channels and integration period.

Histogram History Log: Easily log
and view the histogram history. The
log is time and date stamped.

ITU BS 1770/1771 and EBU R128 / LKFS and LUFS

1 3G/HD/SD-SDI (BNC) and 4 AES/EBU unbalanced (BNC)
None

2,4,6,0r8

Adjustable from -30 LKFS/LUFS to -18 LKFS/LUFS

20 Hz to 20,000 Hz

32 to 48 kHz, auto-detecting

LCD 3.5" with 16:9 aspect ratio

960 x 640 (326 pixels per inch)

3.5”"x 6" x 1.75” (88.9 mm x 152.4 mm x 44.45 mm) without bracket

2 Ibs. (0.91 kg) / 1.5 Ibs. (0.7 kg) plus power supply: 0.35 Ibs. (0.16 kg)

3.5" x 6” table-top foot print ~ 2RU in a standard 19” rack

Table-top bracket and AC external power supply

Apple iPad or iPod toucH® version 4

Rack mount

COAX-type DC connection to external power supply

100 V to 240 V AC * 10%, 50/60 Hz (9V, 10W) ~ CE, FCC and UL approved
15 W typical
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